
Double Sided: Access on both sides of the door
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DL5200
• Incorporates all of the important features of DL2700 (T2) into a double-sided lock

• Easy to add, delete, change users at the keypad

• Programming user codes on one side of the door works both sides, cutting your
time & labor in half

• Ideal for community pool gates, courtyard gates, airport jetway doors,
interrogation rooms, psych wards

• Comes with LED & audible entry indicators

• 100 user codes (3-6 digit codes)

• Standard prep & IC models available

• Weatherproof -31˚ to 151˚F (-35˚ to +66˚C)

• 5AA batteries operated, 80,000 cycles, typical

DL5300/PDL5300
• 2000 user codes (3-6 digits) and/or accepts HID prox cards and keyfobs (prox

model PDL5300)

• Direction-specific access assignable per user programmable access for each user
for one or both sides of the door

• Up to 40,000 event audit trail log, time-stamped by day, date, time and user (PC
or data module reportable)

• 500 scheduled events, including 4 quick schedules

• Data port for programming lock and querying audit trail is on primary side of
door, along with functioning mechanical key override

• 4 programming levels, 4 user groups

• 5AA battery operated; 60,000 cycles, typical

PDL5300 model 
features 2 built-
in HID prox card 
ID readers on 
both sides.

Note: Key 
override 
operates latch 
only from 
primary side.

A favorite solution for airport jetways!


